LITHIUM BATTERY

ER34615

( {RRBAFE Key Characteristics )
TR EFR , ENANSGHRNEEEMmRERRERL EERE High and stable operating voltage
= (F+25°CHEE TR  SEMBERET 1%) Low self-discharge rate(less than 1% after 1 year storage at +25°C )
SENFESOSRINE Hermetic glass-to-metal sealing
| poqedach = Non-flammable electrolyte
BEXEE Bobbin type
CiEid UL, CE, SGSIAE UL,CE,SGS recognized
g 1509001 FRESERRIAE 1S09001 approved
% | fERERE Electrical Characteristics b
IRER 19000mAh Nominal capacity 19000mAh
FEBE 3.6V Nominal voltage 3.8V
BAIEE TR 230mA Max.continuous current 230mA
BBk 400mA Max.pulse current capability 400mA
HEithE R #107g Weight Approx.107g
Bt R AANERT @34.0*61.5.mm Dimension @34.061.5mm
TIERE -60°C~ + 85°C Operating temperature range -60°C ~+85°C

(25°C]i!zlﬂ!|$‘l$ Discharge Characteristics(25°C) ) ( BESEEXR Voltage vs. Temperature )
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( BESHERXR Capacity vs. Current ) S EitRIE Battery Dimension )
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